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GMRS two-way radio

MXT400

• Full 40 Watt Radio

• 8 GMRS Repeater Channels for Increased Communication Range

• 15 High Power GMRS Channels

• 142 Privacy Codes

• Voice Compander

• Digital Volume Control

• Silent Operation

• Channel Scan

• Monitor Mode

• Programmable Squelch

• Keypad Lock and Keystroke Tones

• Backlit Display

• Compatible with all Midland
   Handheld FRS/GMRS Radios

• GMRS License Required 



UPC Code 0-46014-50940-5
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Specs

Package includes

Reliable Communication
For EveryAdventure

• MicroMobile® GMRS 2-Way Radio

• Flip-Frame Detachable Mount

• Mounting Hardware

• Microphone

• 12V Power Cord with Car Adapter

• Quick Start Guide

• Owner’s Manual

© Midland Radio Corporation. 5900 Parretta Drive, Kansas City, MO 64120. Ph (816) 241-8500 - Fax (816) 241-5713

Weather and other hazard information brought to you by the National Oceanic and Atmospheric Administration
and Environment Canada.

Features and specifications are subject to change without notice.
For more information about our products and accessories, visit our website at midlandusa.com

*Maximum range can only be achieved over water or open rural areas under optimum conditions.

MXT400

NOAA’s National Weather Service

All Hazards

TM

WARNING: Cancer and Reproductive Harm –
www.P65Warnings.ca.gov

MAX

IDEAL

OBSTRUCTED

No sight Obstruction

Partial Obstruction to Line of Sight

Major Obstruction to Line of Sight

*These are estimated distances based on field use and advertised ranges. Actual distance may vary.

65 Miles

15-20 Miles

5-10 Miles


