How to enter AES 256-bit Encryption Mode
In the MD-UV390 Plus Programming Software

The TYT MD-UV390 Plus is capable of AES 256-bit encryption. To set up the encryption, you will
first need to put the programming software in AES 256-bit encryption mode.

1. Click on Privacy Setting and enter the encryption setting interface.

L Privacy Setting EI\EI
No. Key Value{Basic) No. Key Value{Enhanced)
1 FFFF 1
2 FFFF 2
3 FFFF 3
4 FFFF 4
5 FFFF 5
6 FFFF 6
7 FFFF 7
8 FFFF 8 FFFFFFFFFFFFFFFFFFEFFFRFFFFFFFFF
9 FFFF
10 FFFF
1 FFFF
12 FFFF
13 FFFF
14 FFFF
15 FFFF
16 FFFF

2. Press and hold CRTL + SHIFT + P on the keyboard, and a prompt to restart will appear.
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No. Key Value(Basic) No. Key Value(Enhanced)
1 FEEF 1
2 FFFF 2
3 FFFF 3
4 FFFF 4
5 FEFF 5
3 FFFF 6
7 FFFF 7
8 FFFF 8 ; Prompting
9 FFFF
10 FFFF Please restart the software!
1 FFFF
12 FFFF
13 FFFF
14 FEFF
15 FFFF
16 FFFF

3. Click the "OK" button and the software will close. Run the software again, click on
Privacy Settings, and there will be two tabs labeled Basic/Enhanced and Universal. The

256 encryption option will appear in the encryption settings.
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